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SPECIFICATION 

 

1. The standard of application： 

a. Product standard: 

National Standard of the People's Republic of China: GB/T7676-1998 "Direct acting indicating 
analogue electrical measuring instruments and their accessories". 

Professional Standard of the People's Republic of China: JB/T9288-1999 "External Shunt" 

b. Safety standards: 

IEC 61010-1:1990 " Safety Requirements  For Electrical Equipment For Measurement, Control 
And Laboratory Use - Part 1: General requirements" 

 

2. The treatment of surface： 

Sandblasting the surface of the shunt 

3.  The method of measurement： 

Zero balanced resistance bridge method. 

 

4.  The parameter of shunt(for example)： 

model nominal value error value level 
rated 

current 

rated 
secondary 

voltage 

150A/60mV 0.4×10-3Ω ±8×10-7Ω 0.2 150A 60mV 

 

5. The influence of temperatures: 

The ambient temperature changes by 10 °C, and the output signal of the shunt does not 
exceed 50% error of the accuracy; 

 

:
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6.  Appearance： 

There is a mark on the nameplate or implement; 

A. The model of shunt; 

B. Manufacturer (trademark); 

C. Accuracy class; 

D. rated primary current; 

E. rated secondary voltage; 

 

7. Overload capacity: 

a. Continuous overload: 

Withstand 120% of rated current 2H, no more than allowable error after cooling.  

b. Transient overload: 

When the shunt is subjected to 3 times of rated current shock 5S or 10 times of rated current 
shock 0.5s will not damage. After cooling to the reference temperature, the allowable error is 
not exceeded. 

 

8. The influence of Thermoelectric potential： 

When 80% of the rated current passes through the shunt, the resistance deviation caused by 
the change of thermoelectric potential, shall not exceed 50% of the grade 

 

9. The load under the heat:  

Temperature stability tends to change, the rated current 50A the following does not exceed 
80 ℃; rated current 50A or more does not exceed 120 ℃. 
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10. The drawing of dimension： 

 

 

 

10. The drawing of dimension： 

 

 

 


